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TYPE 3
(FOR 42" THRU 84" ONLY)

CONNECTIONS FOR ROUND PIPE

NOTES

1. TYPE 3 CONNECTION INCLUDES ONE FOOT OF THE PIPE LENGTH FOR 42" THRU
84" ROUND SIZES OR FOR 64“x43" THRU 83"“x57" ARCH SIZES AS A CONNECTOR
SECTION. THE CONNECTOR SECTION WILL BE ATTACHED TO THE END SECTION
BY GALVANIZED RIVETS OR BOLTS.

2. WHERE END SECTION IS TO BE APPLIED TO A STRUCTURAL PLATE PIPE OR STRUCTURAL
PLATE PIPE ARCH THE END SECTION SHALL BE ORDERED WITHOUT THE ONE FOOT OF
PIPE LENGTH. INSTEAD., DRILL HOLES AND FIELD BOLT THE END SECTION DIRECTLY
TO THE STRUCTURAL PLATE PIPE OR STRUCTURAL PLATE PIPE ARCH.
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ROD HOLDER

TYPE 2 TYPE 3
(FOR 17“x13" THRU 57"x38" ONLY) (FOR 64"x43" THRU 83 "x57" ONLY)

CONNECTIONS FOR PIPE ARCH
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